Al printed oolours and tesdu res only provide orientation and ane ot rederenos patten

N PROTECTION

OPAL 1156

Width mm Light Properties Solar Properties Light Gtot- FC-

Mumber Colour 2300 R T A R T A Fastness wvalue wvalue
2452 tofu v 39% 43% 18% @ 4% 42% 16% 56 0,49 Q.70
8198 soft rose v 34% 44% 22% | 326% 43% 21% 56 052 0,74
5233 illusion bue v 6% 456% 18% 3% 47% 16% 56 0,51 0,73
9278 rock v 33% 3% 0% | 2% 38% 350 56 0,56 0,80
18200 lavenderfrost v | 3% 35% 3% | 32%  39% 29% | 56 053 076
v 29% 36% 5% | 28% 34% 38% 56 0,55 079

v 27% 33% A% | 26% 37% aT% 56 0.56 0.80

v 28% 32% 40% | 29% 38% @ 33% 56 0.55 0,79

v 3% 8% N% | 32% 40% @ 28% 56 053 0,76

v 15% 23% 62% 16% 24% B0% 56 0,60 0,26

v 8% 16% 76% 9% 19% T2% 5-6 063 0,50

v 25% 36% 39% | 24% 42% 34% 56 0,57 081

Usabile for Rolier / Pleated / Panel Track Weight 140 g/ s},,_' . OEKO-TEX OEKD-TEXS
Colour Range 12{24) Thickness 0,35 mm AR e @ stmAED 100
Composition 100 % PES Moisture proofed WES ] 4 ——— o | === s
Width 2300 mm PVE free YES |

Cutting Process het Halogen free wes B sami- suitzbie for DY Gorhusd van Clowe Sranutard 'I-I:E
Processing Direction wWarp Oekor T yes transparent  workstations GmiH & CokG Iry Do Tt

R = Refliection, T = Trangsnission, A = Absorption - All kght & solar properties hawe been tested internally of externaily. - Giol: measure total solar enargy that passes throught the glazing system and the fabenc - Fe-
vl Rietation Detween the total entrgy trangmittance of glazing combined vith the sun shading device glot in combination with total energy trassemittance of glazing g - Giot and FCvalue are caliulated on the
basis of a ghass with an Ug-vaive of 1)6 and gvalue of 0,7 according to DM EM 120 13263-1. - AN technical propesties ane subjected to production-related devdations. All fabrics are in kne with the REACH regulation
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