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Width mm Light Properties Solar Properties Uv- Gtot- FC- Openn.
Number Colour 89 127 3000 R T A R T A Transm. value value factor
325 white - - v A47% 52% 1% 43% 51% 6% 12% 049 0,69 5%
1070 nature white - - v 53% A4% 3% 49% A44% 7% 11% 046 0,66 5%
9102 silver o = v 44% 36% 20% 45% 42% 13% 11% 047 0,68 5%
2000 sand - - v 53% 39% 8% 52% 40% 8% 21% 044 0,63 5%
e e
a;i 91 03 % - - v 29% 21% 50% 41% 33% @ 26% 14% 049 0,70 5%
- - v 50% 34% 16% 49% 37% 14% 13% 045 0,64 5%
- - v 23% 13% 64% 39% 28% @ 33% 9% 0,50 0,71 5%
- - v 36% 22% 42% 45% 33%  22% 33% 047 0,67 5%
- - v 15% 12% 73% 33% 31% @ 36% 8% 0,53 0,75 5%
- - v 13% 9% 78% 31% 29% @ 40% 6% 0,53 0,76 5%
- - v 3% 3% 94% 26% 23% @ 51% 4% 0,55 0,79 5%
- - v 7% 3% 90% 31% 25% | 44% 3% 0,52 0,75 5%
Usable for Roller /Panel Track
Colour Range 12 =
Composition 100 % Trevira CS s . X
Width 3000 mm trevira ——— h
Cutting Process cold S —0 Inis
Processing Direction warp & weft -
Weight 150 g/m? : suitable for B semi- Fluorocarbon SVHC PvC
'8 & Trevira CS® :
Thickness 0,30 mm Workstations ~ transparent free free free
Moisture proofed yes
Light Fastness 5-6
@
=] $
REACh- Printabl Energy Bisphenol A Conflict Smell
compliant HIIEADIS saving free Minerals free free
DIN 4102, B1
L Ll d L NF P 92-503, M1 0
STANDARD 100 &8 sTeP (@ UNI 8456-UNI 9174, C1 U
A10-0296 HOHENSTEIN HTTI ¢ 18000043 HOHENSTEIN HTTI
‘Tested for harmful substances. Sustainabla Textile & Leather Production.
‘www.oeko-tex, com/standand 100 ‘wnw.oeko-tex.com/step
Standard 100 by Gerhard van Clewe Flame Halogen Formaldehyde Lead
* confirmed by Trevira GmbH
by Oeko-Tex” GmbH & CoKG retardant’  cuer certicaons on 1ecest free free free

R = Reflection, T = Transmission, A = Absorption = All light & solar properties have been tested internally or externally.

+ Gtot: measure total solar energy that passes through the glazing system and the fabric

+ Fc-value: Relation between the total energy transmittance of glazing combined with the sun shading device gtot in combination with total energy transmittance of glazing g. = All technical properties are

subjected to production-related deviations. All fabrics are in line with the REACh regulation + All substances, mentioned in the icons, are not used acc. to our recipe. +

Finished by a STeP certified company.



