All printed colours and textures only provide orientation and are not reference pattern.
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1089 white v v v 76% 0% 24% 70% 0% 30% 0% 0% 034 058 2 4 4 0 2
2504 cream v v v 1 65% 0% 35% 63% 0% 37% 0% 0% 036 061 2 4 4 0 1

v v v 44% 0% 56% 39% 0% 61% 0% 0% 044 075 2 4 4 0 1

v v v 42% 0% 58% 44% 0% 56% 0% 0% 043 073 2 4 4 0 1

v | v v [ 16% 0% 84% 14% 0% 86% 0% 0% 052 088 2 4 4 0 0

Revision 2

Usable for Roller Blinds, Vertical Blinds, Weight 350 g/m? I

Panel Tracks Thickness 0,45 mm SN RE OEKO-TEX®
Colour Range 5 (coloured backside) Damp room usable yes —— STANDARD 100 &
Composition 100 % PES PVC free yes —/A0 / AN e
Width 89/127 /3000 mm Halogen free yes l
Cutting Process cold OekoTex yes suitable for D Halogen REACh- Standard 108

Workstations ~ black-out free compliant by Oeko-Tex

Processing Direction warp

R = Reflection, T = Transmission, A = Absorption - All light & solar properties have been tested internally or externally. - Gtot: measure total solar energy that passes through the glazing system and the fabric + Fc value:
Relation between the total energy transmittance of glazing combined with the sun shading device gtot in combination with total energy transmittance of glazing g + Gtot and FC-value are calculated on the basis of
a glass with an Ug-value of 1,2 and g-value of 0,59 according to DIN EN 14501 glass C. - All technical properties are subjected to production-related deviations. All fabrics are in line with the REACh regulation.
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